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NEW {UFKIN TOOLS 
CHROME CLAD MICROMETER DEPTH GAGES 


Graduated Base 1-Inch Movement 


No. 515 GRS 


Measures the depth of holes, slots, projections, etc. with micrometer accuracy. 

Base is graduated on one side to permit taking measurements in various locations at a specified dis- 
tance from the edge of the work. Graduations are in 50ths (.020) and extend 2.4 inches both sides of 
zero located in the exact center of base. 

The base, 5 inches long by 15/32 inch wide, is oblong with knurled top surface for firm holding. 
Base is hardened and ground. 

The micrometer head has a Chrome Clad non-glare satin finish. Graduations on the thimble are 
rapid reading (each thousandth is numbered). Hardened and ground threads. 

The rods, approximately 5/32 inch in diameter are centerless ground and have hardened and lapped 
measuring ends. Rods are inserted through hole in screw and securely fastened by knurled cap. Each rod 
has means of individual length adjustment. 


Price 
Number Range No. of Rods Description With Case W/O Case 
515G 0 to 3 inch 3 With Lock Nut ...........- $33.40 $29.15 
515GRS 0 to 3 inch 3 With Lock Nut and Ratchet .. 34.40 30.15 
515G 0 to 6 inch 6 With Tock Nuits 2s ras<h eat eet 43.45 37.45 
515GRS 0 to 6 inch 6 With Lock Nut and Ratchet... 44.45 38.45 


NOTE: Sets can also be furnished with rods ground to a 3/32 inch radius at no extra charge. 


Extra Rods 


Extra rods are available in any of the following ranges: 0-1”, 1”-2”, 2”-3”, 3”-4”, 4-5”, 5”-6", 6-7", 
7.8”, 8”-9”. When ordering rods only, return gage to factory for accurate fitting. 


NEW 


UYFKIN TOOLS 


CHROME CLAD DEEP THROAT MICROMETERS 
Black Enameled Heavy Duty Ribbed Frame 


Designed especially for gaging the thickness of metal sheets and plates, and for other applications re- 
“S18 P 84g8ing ; F pp: 
quiring a micrometer with a deep throat. Deep throat permits measurements up-to 314 inches from the 


edge of the work. 


Easy to read. Chrome Clad non-glare satin finish 
with black filled graduations and figures. 


Extra large diameter thimble with wider spaces be- 
tween graduations. 


Extra large figures and longer graduation lines 


on bevel of thimble. 


Rapid reading graduations on thimble. 


Number Range 
3911 0 to 1 inch 
3931 0 to 1 inch 


Hardened one-piece spindle with ground threads. 
Large diameter spindle .270-inch for extra wear. 
Micro-lap finish on spindle end. 

Ratchet stop enclosed in cap; easier to use. 

Easy to adjust. 


Non-slip finish on frame; easier to hold. 


Description Price 


Plain $24.25 
With Ratchet Cap 25.25 


NEW {WFKIN TOOLS 


CHROME CLAD HOLE LOCATING AND 
TUBING MICROMETER 


3/32” I.D. and Larger 
Black Enameled Heavy Duty Ribbed Frame 


No. 2931L 


Determining the wall thickness of small diameter tubing; gaging distance of a hole from the edge; and 
checking slots and grooves are some of the many uses of the LUFKIN Hole Locating and Tubing 
Micrometer. 

It has a rigidly supported, small diameter (.089 inch) anvil mounted at a right angle to the spindle 
in a special half frame. The hardened anvil is small enough to enter a 3/32 inch I.D hole or slot. Held 


with a set screw, the anvil can be easily and quickly replaced in case of wear or breakage. 


Easy to read. Chrome Clad non-glare satin finish Hardened one-piece spindle with ground threads. 


with black filled graduations and figures. : 
Large diameter spindle .270-inch for extra wear. 
Extra large diameter thimble with wider spaces be- F 
. Micro-lap finish on spindle end. 
tween graduations. 


Extra large figures and longer graduation lines Ratchet stop enclosed in cap; easier to use. 


on bevel of thimble. Easy to adjust. 


Rapid reading graduations on thimble. Non-slip finish on frame; easier to hold. 


Measures to 1,000ths Inch 


Description 


Packing: One in a Box. 


NEW {WFKIN TOOLS 


CHROME CLAD *Mezurau TAPE RULES 


DECIMAL GRADUATED TAPE RULES 
10ths and 50ths of an inch 


Many industries such as automotive, aircraft, electronics, etc. are standardizing on decimal measuring. In 
addition to the regular machine divided steel rules (No. 6 graduation). Lufkin now offers a Chrome 
Clad Mezurall tape rule with decimal graduations. The top edge of the blade is graduated in 10ths 
(.10) of an inch. The first foot of the lower edge of the blade is graduated in 50ths (.02) of an inch, 
balance of lower edge is graduated in 10ths. The 50th graduations are Rapid Reading; each fifth di- 
vision is numbered for faster and easier reading. Made in accordance with approved American Standard 
specifications. 


Easy to read. Jet black markings against Chrome White background. Durable markings are bonded 
to the steel and recessed below the hard chrome surface. 


Surface of line will not chip, peel or crack. Rust resistant. 


Self-adjusting end hook assures accurate butt end and hook over measurements as the hook slides to 
compensate for its thickness. 


Attractive case is made of steel, heavily plated. Steel case wears longer and is not easily damaged or 
broken. Has gloss red, flush inset sideplates. 


Markings, One Side Only 


Both edges, consecutive inches to 10ths. First 12 inches of 


Length lower edge graduated to SOths. Graduations read left to right 
F 
i Tape Rule No. Price Each panos Price Each 
6 C926X $2.20 RC6X $1.25 
8 C928X 2.40 RC8X 1.40 
10 C9210X 2.70 RC10X 1.55 


C9212X 3.10 RC12X 1.75 


Weight per carton: 6-ft. 114 Ib.; 8-ft. 15 Ib.; 10-ft. 134 Ib.; 12-ft. 1% Ib. 


Packing: One in a Durable Plastic Utility Box; Six in a Carton. 


NEW 


YFKIN TOOLS 


DECIMAL GRADUATED RULES 


DECIMAL GRADUATIONS 

Decimal Graduated Rules (No. 6 
Graduations) are graduated in 10ths 
(.10) and 50ths (.02) of an inch to 
approved industry standards and in 
accordance with American Standard 
specifications. Each is manufactured 


MACHINE DIVIDED 

Precision made Lufkin rules are ma- 
chine divided for greater accuracy and 
longer wear. The black filled lines and 
figures are easy to read. Ends, edges 
and surfaces are ground to further in- 
sure maximum accuracy. 


RAPID READING 

Rules graduated for Rapid Reading 
have 10ths numbered in every division 
and 50ths numbered every Sth di- 
vision, with staggered figures and 
graduations that are faster and easier 
to locate. 


to Lufkin’s exacting accuracy stand- 


ds. 
oe 2106R Full Flexible Steel Rule 


A very flexible, spring tempered rule, graduated on 
one side only. 


2206R Spring Tempered Steel Rule 


A high grade spring tempered rule, graduated both 
edges of both sides. 


2306 Narrow Pattern Steel Rules 


A narrow, stiff rule for small openings. Graduated 
on one edge of both sides to 50ths (.02). 


2406R Heavy Spring Tempered Rule 


A wide, stiff rule for long precise measurements. 
Graduated on both edges of both sides. 


2606R Semi-Flexible Steel Rule 


A spring tempered rule between the full flexible and 
stiff patterns. Graduated on both edges of both sides. 


2506R Combination Square Blades 


A tempered blade in various lengths and widths. 
Graduated both edges of both sides to 50ths (.02). 


84 Series Steel Shrink Rules 


Graduations allow for shrinkage indicated. Grad- 
uated both edges of both sides. 


NOTE: Specifications of No. 6 Decimal Graduated Rules on this Page Supersede Those Shown in Catalogs No. 14 and No. 8 


NEW 


UFKIN 


TOOLS 


DECIMAL GRADUATED STEEL RULES 


Type or 
Pattern 


Guduations Rapid | Length | Width | Rows of ini 


Regular Finish Chrome Clad 


2106R |$ 1.50 | C2106R|$ 2.25 


FULL 10ths top edge, 


FLEXIBLE | 20ths bottom edge, 


one side only. 


10ths both edges, 


C2206R/$ 2.25 


SPRING | one side; 


TEMPERED | 50ths both edges 


opposite side 


3/16’ | Single 


2306 


3/16" Single 


$ 1.35 
2.65 


$11.40 | C2406R|$13.90 


2306 


HEAVY 10ths both edges, 


22.75 | C2406R| 26.25 


one side; 


oe 50ths both edges 


32.25 | C2406R| 36.25 


TEMPERED 


Opposite side, 


2406R | 41.00| C2406R/ 46.50 


2406R | 46.50] C2406R| 53.50 


10ths one side, Y 6” 
50ths opposite side = ee 


114” 
34” |Single | 2606R |$ 1.50| C2606R|$ 2.25 
34” | Double | 2606R| 2.90] C2606R| 4.75 


Note: Always specify length as well as number. Additional sizes in either regular or Chrome Clad furnished on special 


request. 


Steel Shrink Rules 


Rapid Reading — Machine Divided 
Graduations: 10ths (.10) both edges, one side; 
5Oths (.02) both edges opposite side. 
Inch Figures: Double Row, opposite edges read 
from opposite ends. 
Thickness: 3/64” approximately. 


Length | Width 
12” Regular Pal 3.75 
Chrome Clad 5.60 
34" Ly” Regular 7.90 
Chrome Clad 10.40 
Shrink Catalog Shrink Catalog 
per Foot Number per Foot Number 


Combination Square Blades 


Rapid Reading — Machine Divided 
Graduations: 50ths (.02) both edges, both sides. 
Inch Figures: Double Row, opposite edges read 

from opposite ends. 
Thickness: 1/50” approximately. 
Note: Always specify length as well as number. 


Regular $ 2.85 | 2506R 
4’ 5/8” i 
Chrome Clad} 3.60 | C2506R 
Regular 2.95 | 2506R 
6” 3/4" 
Chrome Clad} 3.70 | C2506R 
Regular 4.75 | 2506R 
12” 1” 
Chrome Clad} 6.60 | C2506R 
Regular 7.25 | 2506R 
18” 1 Bl 
Chrome Clad] 9.35 | C2506R 
, Regular 9.50 | 2506R 
2 ” Le” 
Chrome Clad] 12.00 | C2506R 


NOTE: Specifications of No. 6 Decimal Graduated Rules on this Page Supersede Those Shown in Catalogs No. 14 and No. & 


NEW {WYFKIN TOOLS 


CHROME CLAD STEEL RULES 
Easier To Read In Any Light 


LUFKIN Machine Divided Steel Rules are now available in the extra durable non-glaring Chrome 
Clad finish. Chrome Clad resists stain, rust and tarnish caused by oils, abrasion, finger-marks, moisture 
and other corrosive agents. Chrome Clad also protects the jet black figures and graduations and provides 
a contrasting, non-glaring background for them. Chrome Clad Rules are easier to read and stay read- 
able longer. 


RAPID READING: Most Lufkin Chrome Clad Rules are “Rapid Reading”, which means that each inch 
subdivision is numbered as follows: 32nds every 4th division; 64ths every 8th division; 10ths every divis- 
ion; 50ths every 5th division; and 100ths every 10th division with the numbers staggered for faster, 
easier locating. 


NOTE: See Page 6 for illustrations of the patterns described below. 


Type or Width Rows of Inch Catalog Rapid Gradua- 

. C2103R Both Side 
FULL e— Single Row, C2105R Both Side 
FLEXIBLE 6 ,12 Igths. 6”, 12” lgths. C2106R One Side 

approx. thick. 4" — Double Row, - 
1/64” 18”, 24” Igths. 18”, 24” Igths. C2110 No | No. 10 | One Side 
C2110R Yes No. 10* | Both Side 
CH224 4 Both Side 
SPRING 34’ — 6" Igth. Single Row, C2204R Yes No. 4 Both Side 
TEMPERED 1” — 12” Igth. 6” lengths. CH2204R Yes | No. 4 | Both Side 
approx. thick. 14” — 18” Double Row, C2204RE Yes No. 4+ | Both Side 
3/64” and longer Igths. 12” and longer | C2206R Yes Both Side 
C2207R Yes Both Side 
NARROW 3/16” C2306 | Both Side 
PATTERN a leseahes Single Row C2310 No No. 10 | Both Side 
app. th. 3/64” = CH2310_ | No | No.10 | Both Side 
HEAVY C2403R | Yes Both Side 
SPRING 114” C2404R Both Side 
TEMPERED AIL fengtha Double Row CH2404R Both Side 
ber a C2406R Both Side 


C2416R Both Side 


C2603R Both Side 


poi 34” —6' Igth, | SingleRow, | C2604RE Both Side 
FLEXIBLE 1” — 12” and 6” length. C2606R iam 

approx. thick. \ on Double Row, oth Side 

1/50” eBSE: 12”” and longer. | €2607R Both Side 


C2608 
C2504 
C2504R 
C2506R 
C2507R 


Both Side 
Both Side 
Both Side 
Both Side 
Both Side 


C2516R Both Side 
Both Side 


1”—12” Igths. Double Row 83 Series No No. 4 
14%4”—24” Igth. 84 Series Yes No. 6 Both Side 
*C2110R is graduated to 64ths on one side; other side, 32nds lower edge, 16ths upper edge. C2306 is graduated to 


50ths only on one edge of both sides. 
+ one end of each side graduated to 32nds. 


COMBINATION 
SQUARE BLADES 
approx. thick. 
1/50” 


¥%”—4” Igth. 
%"”—6"" Igth. 
1”—12” and 
longer. 


Double Row 


SHRINK RULES 
app. th. 1/64” 


NEW {[WFKIN TOOLS 


CHROME CLAD STEEL RULES 
Easier To Read In Any Light 


GRADUATIONS: Lufkin Chrome Clad Steel Rules are available in all the’ following graduations, in 


the types and sizes indicated in the chart below: 

No. 3 Graduations: One edge, 32nds; one edge, 64ths; one edge, 10ths; one edge 5Oths inches. 

No. 4 Graduations: One edge, 64ths; one edge, 32nds; one edge, 16ths; one edge, 8ths inches. 

No. 5 Graduations: One edge, 32nds; one edge, 64ths; one edge, 10ths; one edge, 100ths inches. 

No. 6 Graduations: Both edges, one side, 10ths; both edges, other side, 50ths (Exceptions; C2306 graduated one 
edge of both sides to 5Oths; C2106R graduated one side only, 50ths one edge, 10ths other edge). 

No. 7 Graduations: One edge, 64ths; one edge, 32nds; one edge, 16ths; one edge, 100ths. 

No. 8 “Allen” Graduations: 64ths both edges one side; other side 16ths one edge, 32nds other edge. 

No. 10 Graduations: One edge, 32nds; one edge, 64ths. May be graduated one edge of both sides (i.e. C2310), or 
both edges one side (i.e. C2110). 

No. 16 Graduations: One edge, 32nds; one edge, 64ths; one edge, 5Oths; one edge, 100ths inches. 


RULE LENGTH IN INCHES Catalog 


Number 
C2103R 
C2105R 
C2106R 
C2110 
C2110R 
CH224 
C2204R 
CH2204R 
C2204RE 
C2206R 
C2207R 
C2306 
C2310 
CH2310 
C2403R 
C2404R 
CH2404R 
C2406R 
C2416R 
C2603R 
C2604RE 
C2606R 
C2607R 
C2608 
C2504 
C2504R 
C2506R 
C2507R 
C2516R 
83 Series 
84 Series 


3.60 


5.60 10.40 
5.60 10.40 


NEW {WFKIN TOOLS 


NO. 901 MASTER PLANER GAGE 


Big 1° Wide Base — Two Accurate Levels — Rarige to 1034” 


901F 9O1E 


No. 901 Master Planer Gage 
with 401D attached 


The Lufkin Master Planer Gage is a precision instrument with a full 1’’ wide base, has greater stability 
and is easier to work with. In addition to the regular base level, it has an end level for using the gage 
vertically. Gage can also be used flat on its side, because all nuts and attachments are under 1” O.D. 
All working surfaces and sides are accurately ground for parallelism and alignment. The step of the 
slide is a full 1” square, can be used with standard gage blocks. With the offset attachment, this gage 
can be used down to 5/16” below the base. 

The Lufkin Master Planer Gage is 514” long, with a range from 4g” to 734” without attachments. 
The capacity is increased to 934” with the 3” extension and to 1034” with both extensions. “V” ways 
and flats are accurately machined and precision ground to positively eliminate side play. The base and 
slide are hardened steel forgings. 

The 3” extension is included with each gage. A fitted mahogany case is also furnished unless other- 
wise specified. Also available are a 1” extension, a straight scriber, a combination offset attachment and 
scriber, and the scriber holder. These attachments may be obtained individually or in sets. 


Price Price 


Number Description , ’ 
without case with case 


901 = 1” wide Master Planer Gage with No. 901G 3” 

1) 1 E1007 RE oT a RN te Meo 1 Se $22.00 $25.00 
901S Set consisting of No. 901 Master Planer Gage 

and Nos. 901D, 901E, 901F, 901G attachments. 29.50 32.50 


901B Scriber Holder Attachment Only........... 1.00 
9OIC Straight Scriber Only....... 0.0.0. cece ee 1.50 — 
901D Combination of 901B & 901C............. 2.50 
9O1E "Offser Seriber Only. 5.55 62545 aswawawanss 3.50 
SOTF 1” Extension Only. ic c.i cea sccmamenecs<s 1.50 
9O1G: 3” Extension Obl... oo. cies enwiniivensens os 3.25 
Mahogany Case Only for 901 ............-- 3.00 


NOTE: Cases are furnished with 901 and 901S unless otherwise specified. 


WITH STRAIGHT SCRIBER WITH OFFSET ATTACHMENT . . . . 
ATTACHED USED FOR SETTING IN NARROW 
PLACES OR REVERSED AND 
USED AS A SCRIBER 


1 


NEW {&FKIN TOOLS 


NO. 901A MASTER PLANER GAGE 


Big 1° Wide Base — Rapid Adjustment — Fine Adjustment 
Range to 1034” 


pee. 


i 
coe 


901A Master Planer Gage 


The all new Lufkin, 1” wide, Master Planer Gage is a versatile, precision instrument. It may be 
used as a planer gage, or with the No. 901D Scriber and Holder as a surface or height gage. 
Other uses are for transferring settings with an indicator; as an adjustable parallel; for check- 
ing set-ups and layouts; and may be used with gage blocks or a sine bar. 


The No. 901A Master Planer Gage has an exclusive rapid adjustment feature that permits quick setting 
and change of setting with ease. Just loosen the clamping nut, press on the nut and move slide to the de- 
sired position. A shoe in the “V” ways holds slide at the setting when the slight pressure is released. By 
retightening the knurled nut, the slide cannot be accidently moved. 

The No. 901A also has a fine adjustment feature permitting final, precise settings quickly and with- 
out tedious and annoying tapping of the slide. By just turning the knurled, fine adjustment nut, the 
slide will “creep” to the desired position. 

These gages are 5144”’ long with a range from 4%” to 734’ without attachments. Capacity is in- 
creased to 934” with the 3” extension and to 1034” with both extensions. Gages can also be used 5/16” 
below base with the offset attachment. Bases are full 1” wide, have greater stability, are easier to work 
with. Two accurate levels, the regular base level and an end level for using gage vertically. All nuts 
and attachments are under 1” O.D. permitting use of gage flat on side. Working surfaces and sides 
are accurately ground for parallelism and alignment. The step on the slide is 1” square, can be used 
with standard gage blocks. Machined and ground “V" ways and flats positively eliminate side play. 
Base and slide are hardened steel forgings. 

The 3” extension is included with each gage. A fitted mahogany case is also furnished unless other- 
wise specified. Also available are a 1” extension, a straight scriber, a combination offset attachment 
and scriber, and the scriber holder. These attachments may be obtained individually or in sets. 


Price Price 


Number Description ; j 
without case with case 


901A 1” wide Master Planer Gage with rapid adjust- 
ment, fine adjustment and No. 901G 3” extension $31.75 $34.75 
901AS Set, consisting of No. 901A Master Planer Gage 


and Nos. 901D, 901E, 901LF, 901G attachments. . . 39.25 42.25 
901B = Scriber Holder Attachment Only........... 1.00 
SOIC ~ Straight Scribe Only. as sac schermnernes 658 1.50 
901D Combination of 901B & 90IC............. 2.50 
OIE . Offset Scriber Only’ wr. i..7 sae vw aieadyeiate oon 3.50 ee 
WOIE . 1” BerensionOnly i: 5 25 <5. fo wdawites wis 1.50 , 
9OIG §3” Extension Only. 3.535 feces s wees eos 3.25 
Mahogany Case Only for 901A ............ 3.00 


NOTE: Cases are furnished with 901A and 901AS unless otherwise specified 


NEW {/UFKIN TOOLS 


“MITI-MITE” MAGNETIC BASE TOOLS 


Surface Gage and Indicator Holder 


No. 300B 


A new design magnetic base surface gage with easy positioning and positive holding. The contact faces 
of the base are ground and lapped and contain two heavy duty permanent magnets, isolated from the 
spindle and other parts, to avoid transmission of the magnetic pull. The on-off switch controls the polar- 
ity of the magnets, permitting full magnetic pull, full off, or to a partial pull for minor adjustments in 
position. Rocker arm and fine adjustment screw permits final, precise adjustments. Spindle can be located 
in any angle from an upright position to straight down below the base. Spindle and scriber holes are 
keyed, keeping them in constant alignment. For small work, the scriber can be removed and inserted 
into the small hole of the rotating head. Base is 11/2 inches wide, 234 inches long. Set includes 4” and 
7” spindles, an indicator adaptor, and a sleeve to increase spindle diameter for use with an indicator 
attachment. 


NEW {WUFKIN TOOLS 


“MITI-MITE” MAGNETIC BASE TOOLS 


Magnetic Base Fluorescent Handi-Lite 


No. 350X 
with 4X Magnifier 


Ideal for industrial laboratories, tool rooms, die shops, 
bench inspection, surface grinding, precision lathe 
work, etc. 


High intensity lighting (500 foot candles at 3” working distance) coupled with a 4-power magnifier. 
Unit operates at about body temperature, eliminating danger of burns. The two fluorescent lamps, 5” 
long, are protected by a plastic chip shield. Lights immediately with improved instant-starter switch, The 
magnifier is securely attached to the lamp and has a friction adjustment for selective positioning. The 
heavy duty goose neck is flexible—may be adjusted to desired position. Magnetic base has two heavy 
duty permanent magnets arranged to attach firmly to both round and flat ferrous surfaces. A fingertip 
control magnetic release permits changing positions easily. UL approved cord. 


Number Description Price 

350 Fluorescent Lamp & Base Only ............056- $29.00 

350X With Powet Magnthier ...:.<5:cicecc 2 eels wimenisienne 32.00 
With 6.Power'Magnifier joie. sie aan eis oiaeiarnierere 44.00 


WiteS Power Mapnthier io si6.006 6.5 «9 5:3.5.8 wie eeagorew 45.00 


NEW {WUFKIN TOOLS 


“MITI-MITE” MAGNETIC BASE TOOLS 
UNIVERSAL DIAL TEST INDICATOR 
With Magnetic Base Holder 


NO. 2299 INDICATOR AND 
MAGNETIC HOLDER SET 


Now in one complete set—a precision Universal Dial Test Indicator and a Magnetic Base Indicator 
Holder. A complete range of set-ups for practically every type of indicating can .be made from the tools 
and attachments in this compact, mahogany, fitted case. 


THE DIAL INDICATOR may be either the Lufkin No. 299 series with an 0 to 100 dial or the Lufkin No. 399 
series with an 0-50-0 dial. The indicator has a range or spindle travel of .200 inch by .001 inch, while the 
hole attachment has a range of .125 inch. Jeweled bearings. Adjustable bezel and dial. No. 2399 has be- 
zel clamp to adjust tension or lock dial in position. Indicator attachments include 3 contact points, an 
adjustable spindle clamp, and a hole attachment. A hole attachment reversing sleeve is also included 
with the No. 2399 set. 


THE MAGNETIC BASE HOLDER attaches instantly to any round or flat ferrous surface. The post swivels in 
a ball joint and locks securely with a turn of the large, knurled nut. A friction joint in the post increases 
the range of adjustments. A fine adjustment screw permits final, precise settings. Interchangeable posts 
and an adaptor are included. 


No. 2299 (to 100 Indicator and Magnetic Holder Set ........0. cece eee eee ees $29.00 
No. 2399 0-50-0 Indicator and Magnetic Holder Set ....... 00.0 e eee cece cee eee 30.00 


Packed: One Set in a Fitted Case 


NEW {[WFKIN TOOLS 


“MITI-MITE” MAGNETIC BASE TOOLS 
NO. 903D MAGNETIC HOLD DOWNS 


A new idea in hold downs — faster, easier, more convenient for you to use —a real time saver. Lufkin 
Magnetic Hold Downs attach instantly to vise jaws in either a horizontal position or at an angle. Once 
placed in the desired position to hold the work, there is no necessity to hold them further with the hands, 
shims, blocks, or parallels. 

The clamping edge is less than 3/32” — will hold very thin work. The back of each Hold Down has 
a slight taper, which causes the clamping edge to force the work downward as the vise jaws close. A spring 
beneath each Hold Down keeps it in a horizontal position until this pressure is applied. The downward 
pressure assures the work will be firmly based when machining surfaces with a planer, shaper, milling 
machine, etc. 

Made of hardened tool steel, Lufkin Magnetic Hold Downs are 5 inches long, swivel mounted in a 
polished aluminum plate 6 inches long. The plate contains two permanent magnets spaced 334 inches 
apart. Each magnet has sufficient magnetic pull to keep the Hold Down in position, even if only one 
magnet should contact the vise jaw. Can be used in all size vises including small toolmakers clamps. 


Number Per Pair 
903D Miti-Mite Magnetic Hold Downs ..........0s0ccceeeeeteceeeeeeeees $12.00 


Packing: One Pair in a Box. 


[UF KIN 


PRECISION TOOLS 


THE [UFKIN PuLE (0. 


SAGINAW, MICHIGAN 
138 Lafayette St., New York Barrie, Ont. 


Printed in U.S.A. Form No. 208 — 
ee ee ee a, y 


